
VAM units are a convenient way to deliver local fresh 

requirements into a space with the minimum of fuss. 

Our weatherproofi ng options allow external installation 

of VAM units to off er even greater fl exibility to keep 

indoor air quality at a high level.

There are some occasions when VAM units will not fi t 

in a ceiling void. Our weatherproofi ng options allow 

VAM units to be installed on a roof and then ducted into 

the space requiring fresh air allowing more properties 

to benefi t from improved indoor air quality. These 

enclosures are fi tted to the VAM units by our workshop 

so they arrive on site ready for you to connect to the 

ductwork.

VAM-FC/J

Weather Proof Enclosures for VAM Total Heat Exchangers

VAM-FC/J Weatherproof
Enclosures

VAM model Enclosure part number

VAMFC UK.VAM/WPENC

VAMFC UK.VAM/WPENC

VAMJ UK.VAMJ/WPENC

VAMJ UK.VAMJ/WPENC

VAMJ UK.VAMJ/WPENC

VAMJ UK.VAMJ/WPENC

VAMJ UK.VAMJ/WPENC

VAMJ UK.VAMJ/WPENC

VAMJ UK.VAMJ/WPENC

The enclosures are rated to IP44 to prevent ingress of the British weather from 

interfering with the operation of the unit.

Please note that pre heaters cannot be used with the enclosures.

Lead Time
6 weeks

Applicable Units
All VAM units (J and FC series ok, but not the VKM range) 
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VAM-FC/J Weatherproof Enclosures
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Daikin Airconditioning UK Limited  The Heights  Brooklands  Weybridge  Surrey KT13 0NY  Tel 01932 879000  Fax 01932 879009  daikin.co.uk

Daikin Europe N.V. participates in the Eurovent Certifi cation programme 

for Air conditioners (AC), Liquid Chilling Packages (LCP), Air handling 

units (AHU) and Fan coil units (FCU), Check ongoing validity of certifi cate 

online: www.eurovent-certifi cation.com or using: www.certifl ash.com

The present leafl et is drawn up by way of information only and 

does not constitute an off er binding upon Daikin UK. Daikin UK has 

compiled the content of this leafl et to the best of its knowledge. 

No express or implied warranty is given for the completeness, 

accuracy, reliability or fi tness for particular purpose of its content 

and the products and services presented therein. Specifi cations are 

subject to change without prior notice. Daikin UK explicitly rejects 

any liability for any direct or indirect damage, in the broadest sense, 

arising from or related to the use and/or interpretation of this 

leafl et. All content is copyrighted by Daikin UK.

Example drawing for VAM2000 enclosure
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